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Abstract

Oxyfuel combustion and nitrogen-free combustion 
coupled with Carbon Capture and Storage (CCS) 
techniques have been recently proposed as an effi-

cient method to achieve carbon free emissions and to 
improve the combustion efficiency in diesel engines. In this 
study, a 3-D computational fluid dynamics model has been 
used to evaluate the influence of oxyfuel-HCCI combustion 
on engine operating conditions and combustion character-
istics in a HSDI diesel engine. Investigations have conducted 
using four different diluent strategies based on the volume 
fraction of pure oxygen and a diluent gas (carbon dioxide). 
The first series of investigations has performed at a constant 
fuel injection rating at which 4.4 mg of fuel has injected per 
cycle. In the second part of analysis, the engine speed was 

maintained at 1500 rev/min while the engine loads were 
varied by changing the fuel injection rates in the range of 
2.8 to 5.2 mg/cycle. Results showed that oxyfuel-HCCI 
combustion has brought CO and PM emissions to very ultra-
low level while NOx emissions have been completely elimi-
nated. It has found that by increasing the diluent ratio at low 
engine loads the amount of ISFC is largely increased while 
it doesn’t bring any remarkable change at high engine loads. 
In addition, the ITE is reduced from 21.8% to 14% as the 
carbon dioxide concentration is increased from 77% to 83%. 
Applying higher percentage of diluent gas will greatly 
increase the overall specific heat capacity of intake charge 
which leads to decrease of temperature and consequently, 
the cylinder pressure during combustion process results in 
lower indicated power and ITE.

Introduction

Many new technologies have emerged to improve 
engine overall efficiency and fuel economy to meet 
the requirements of clean and efficient diesel engines 

[1, 2]. Most of these technologies can be  classified in the 
category of advanced Low Temperature Combustion (LTC). 
One promising method to achieve LTC concept is 
Homogeneous Charge Compression Ignition (HCCI). Since 
HCCI has been introduced by Onishi et al. [3] in 1978 under 
the name of ATAC (Active Thermo-Atmosphere Combustion), 
it has been widely studied by many researchers over the last 
four decades. The relatively low temperatures achievable with 
HCCI combustion offer very low engine-out oxides of nitrogen 
(NOx). In addition, homogeneous mixture in HCCI results 
in minimizing Particulate Matter (PM) emissions. However, 
HCCI suffers from several technical difficulties that require 
to be solved [4, 5]. The main problem associated with HCCI 
lies in controlling of the combustion phasing and the rate of 
heat release. In addition, low combustion temperature can 

also cause incomplete conversion of fuel to CO2, thereby 
reducing efficiency and increasing CO and HC emissions. To 
solve these shortcomings, a large number of combustion 
control strategies have been proposed and examined both 
experimentally and numerically that can be organized into 
four main categories including variable compression ratio [6, 
7, 8], variable intake conditions [9, 10, 11], regulated Exhaust 
Gas Recirculation (EGR) [12, 13, 14] and adjustable fuel blends 
[15, 16, 17].

As oxygen (O2) has an important effect on combustion 
process, some researchers have studied its impact on diesel 
combustion by increasing the oxygen concentration in intake 
charge [18, 19, 20]. It is well known that using oxygen-enriched 
air leads to faster burn rates and accelerates the rate of heat 
release which can result in increasing combustion efficiency 
and power output. Studies on oxygen-enriched air found that 
a slight increase of oxygen makes a remarkable decrease in 
smoke emissions as well as a decrease in carbon monoxide 
(CO), unburned hydrocarbon (UHC) and PM emissions in 
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diesel engine applications. However, a significant increase of 
NOx emissions has also been reported in these studies. For 
this reason, various techniques such as utilization of EGR/
diluent additions, injecting high pressure water into combus-
tion chamber and optimized injection strategies have been 
proposed to control NOx emissions [18, 19, 20, 21, 22]. 
Hountalas et al. [18] analyzed the effects of oxygen-enriched 
air on a heavy duty diesel engine. They initially considered 
the engine operating conditions in a range from 21 to 25 vol.% 
of intake oxygen fraction. The results showed a remarkable 
reduction of particulate matter and slight improvement of 
Brake Specific Fuel Consumption (BSFC) while a significant 
increase of NOx emissions have been observed which caused 
the motivation to analyze the combination of EGR with 
oxygen-enriched combustion. For this purpose, they applied 
high pressure cooled EGR from 0 to 30 vol.%. Their results 
showed a considerable reduction of PM and NOx emissions 
accompanied by a limited penalties in BSFC. In 2018, Zhao 
et al. [20] studied the influences of using oxygen-enriched air 
on combustion characteristics and emissions in a diesel 
engine. They have reported that by increasing intake oxygen 
concentration, PM emissions have inhibited while NOx emis-
sions increase significantly. Increasing intake air humidifica-
tion can reduce NOx emissions whereas it has some negative 
effects on PM emissions and indicated power.

In recent years, oxyfuel combustion and nitrogen-free 
combustion coupled with Carbon Capture and Storage (CCS) 
techniques have been proposed as an efficient method to 
achieve carbon free emissions and improve the combustion 
efficiency. While most of previous and ongoing oxyfuel 
combustion technologies have focused on large-scale gas 
turbines or coal-fired power plants, which normally have up 
to 30% penalty on system energy efficiency [23, 24, 25, 26], 
Internal Combustion (IC) engines, as main power producers 
in transportation sector, with the utilization of oxyfuel 
combustion and CCS technology is of great significance [27, 
28, 29, 30]. In oxyfuel combustion, pure oxygen is used for 
combustion instead of air or enriched-oxygen air. Because 
there is no nitrogen in the intake charge, NOx emissions will 
be totally eliminated. Therefore, the resultants of the combus-
tion reaction are only carbon dioxide and water vapor. The 
oxyfuel application in IC engines was initially proposed by 
Osman in 2009 [27]. In that work, a water injection system 
was also applied to control the in-cylinder temperature and 
to enhance the heat absorption during combustion process. 
In 2017, Kang et al. [28] conducted an experimental investiga-
tion to analyze the effects of oxyfuel combustion and EGR on 
an HCCI engine. In their research, EGR was simulated by 
mixing CO2 and H2O in a surge tank prior to entering the 
cylinder. A water injection system was also utilized to examine 
the potential of abnormal mitigation. Their results show that 
injecting high pressure and high temperature water with a 
proper injection timing can control the abnormal combus-
tion. In additions, it helps to increase the engine 
thermal efficiency.

Using oxyfuel combustion enables the increasingly 
expensive and complicated NOx after-treatment systems to 
be completely eliminated. It also offers good fuel economy 
and very low levels of particulate emissions. However, using 
pure oxygen instead of air, will accelerate the combustion 

process. As a result, ignition delay will be shortened. At the 
same time premixed combustion is minimized while diffusion 
combustion is maximized. With the heat release rate dramati-
cally increased, it takes much shorter time to complete the 
entire heat release process. With such a high heat release rate, 
the flame temperature is expected to increase by around 
500-800K. This necessitate a set of countermeasures to avoid 
overheating problems [27]. The application of a diluent gas in 
oxyfuel combustion helps to replace some part of intake 
oxygen with CO2 and/or H2O from the exhaust that have 
higher specific heat capacities. The inclusion of CO2 and/or 
H2O together with the reduction in oxygen concentration 
limits in-cylinder temperature during combustion process 
which can avoid the overheating problems associated with 
oxyfuel applications [30, 31]. Considering the advantages and 
disadvantages mentioned in previous studies, while HCCI 
and oxyfuel combustion have been suggested as useful ways 
to improve the fuel economy and to achieve the nitrogen-free 
combustion and very low levels of particulate emissions, it 
provides a strong motivation for simultaneously exploring the 
combined effects of these two strategies accompanied with 
different diluent methods. The main purpose of the current 
research is to determine the effects of HCCI mode on oxyfuel 
combustion to gain a detailed understanding to the mecha-
nisms of oxyfuel combustion’s influences on engine operating 
conditions in order to maximize combustion efficiency and 
power output.

Engine Specifications
A High-Speed Direct Injection (HSDI) Ford Puma common-
rail diesel engine is used in this study. The specifications of 
the engine and the injection system are given in Table 1 and 
Table 2, respectively. The required experimental data for this 
study were achieved from results published in Ref [32]. The 
experimental test was done on a single cylinder of this engine 
at 1500 rev/min and 6.8 bar IMEP (Indicated Mean Effective 
Pressure). Cylinder pressure was measured with a flush-
mounted AVL GU13P pressure transducer in conjunction 
with a Kistler 5010B charge amplifier [32]. Acquired cylinder 

TABLE 1 Engine Specification [32]

Model Ford Puma DuraTorq

Type 4 Cylinder, 4 stroke diesel 
engine

Combustion chamber Bowl in piston

Valves per cylinder 4

Bore [mm] × stroke [mm] 86 × 86

Squish Height [mm] 0.86

Comperation ratio 18.2:1

Displacement [cm3] 1998

Connecting rod length [mm] 155

Peak cylinder pressure [MPa] 18

Swirl ratio 1.7

IVC [ABDC] 37°

EVO [ATDC] -49° ©
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pressure traces were averaged for 200 cycles at 0.1°CA (crank 
angle degree) resolution. A schematic view of the laboratory 
setup is given in Figure 1 [32].

Model Description
As diesel is used as fuel for this numerical research, a reduced 
chemical mechanism with 349 reactions and 76 species is 
employed to study the oxyfuel combustion under HCCI 
combustion mode [33]. This mechanism has been shown to 
yield acceptable results in numerous studies (e.g., Mobasheri 
et al. [34]). A CFD model was built in AVL Fire platform which 
allows 3D CFD simulation of engine using different sub-
models, coupled with detailed chemistry calculation [35].  
A multi-zone chemistry solving method is employed to 
decrease the calculation time of combustion process by consid-
ering computational meshes with similar properties into the 
same zone in calculations. NOx emissions are predicted using 
a reduced NO mechanism consisting of 4 species and 12 reac-
tions. In order to predict soot emissions, Kennedy/Hiroyasu/
Magnussen mechanism [35, 36] is applied and coupled with 
the current mechanism. Droplet breakup is modeled using the 
hybrid Kelvin-Helmholtz and Rayleigh-Taylor (KH-RT) model 
[37]. A summary of parameter settings for this model is 

provided in Table 3. The Nordin model which described in 
Ref. [39] has applied to take parcels collision into account. The 
K-ζ-F [40] approach has applied to take account of turbulent 
effects. One of the main advantages of this model is it’s robust-
ness to be used for computations involving grids with moving 
boundaries and highly compressed flows as it is the case in 
IC-engines. In addition, for IC engines flows the K-ζ-F model 
leads to more accurate results than the much simpler two-
equation eddy viscosity models of k - ε type by simultaneously 
exhibiting a high degree of numerical robustness.

A 3-dimensional computational grid with the crevice 
volume resolve was used, as illustrated in Figure 2. To reduce 
calculation time, a 60° sector mesh (corresponding to the 
envelope zone of a single nozzle hole of the six hole injector) 
is utilized for CFD simulation. The crevice above the top 
piston ring (between the piston and liner) is resolved and the 
region under the ring is represented as an additional volume 
attached to the top ring crevice. Furthermore, the volumes 
associated with the valve pockets and pressure transducer 
crevices are added to the volume attached to the top ring 
crevice in order to give the correct compression ratio. Exact 
number of cells in the mesh was 35240 and 90476 at Top Dead 
Center (TDC) and Bottom Dead Center (BDC), respectively.

Validation Study
Those experimental studies run at 1500 rev/min with two 
different EGR rates including 66.8% and 69.6%, respectively, 
are used for the validation of the current CFD model. The 

TABLE 2 Common rail injector specifications [32]

Injection system Common rail DI [up to 180 MPa]

Injector Solenoid with 6 holes

Injector hole diameter [mm] 0.159

Injection angle 154°

Fuel type Diesel (D1)

Fuel temperature [K] 310©
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 FIGURE 1  Schematic view of the engine laboratory 
setup [32]
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TABLE 3 Parameter Setting for KH-RT breakup model

Model constant Value
KH-WAVE model constant to adjust stable droplet 
radius (C1)

0.61

KH-WAVE model constant to adjust break-up time (C2) 12

Type constant to adjust break-up length (C3) 10

RT model constant to adjust wave length (C4) 5.33

RT model constant to adjust break-up time (C5) 1

Constant for child droplet parcel number adjustment (C6) 0.3

Constant for child droplet parcel mass adjustment (C7) 0.05

Constant to adjust droplet normal velocity (C8) 0.188

 FIGURE 2  Computational grids with creviece volume 
shown at TDC
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operating conditions for these cases are given in Table 4 [32] 
The validation study were preformed based on the conditions 
of Table 4. At IVC a homogenous mixture of air and residual/
EGR was assumed. Although, it is likely that some spatial 
inhomogeneity in EGR-air mixture exists, these were 
neglected in the simulation study.

The measured and calculated mean in-cylinder pressure 
and rate of heat release (RoHR) at 66.8% and 69.6% EGR rates 
are illustrated in Figure 3. In this study, 360° CA represent 
the piston position at the TDC.

As can be  seen in Figure 3, the ignition timing and 
in-cylinder peak pressure are well predicted by the applied 
mechanism and the simulations are seen to be able to capture 
the combustion characteristics reasonably well. Although 
there are still some discrepancies in magnitudes, as can 
be seen in these figures. These discrepancies could be mainly 
due to the uncertainty of some experimental data, especially 
the parameters that cannot directly measured such as wall 
cylinder temperature and piston surface temperature or can 
be related to experimental uncertainties in input parameters 
to the computations such as the precise start of injection 
timing and injection duration.

Table 5 shows comparisons of the measured and calcu-
lated engine-out NOx, PM and CO emissions for two different 

EGR rates. The simulation capture NOx and PM magnitudes 
very well. However, CO is slightly over predicted. Since a 
majority of CO resides in the near wall and crevice zones, it 
is likely that CO levels may be sensitive to wall temperature.

Oxyfuel Combustion under 
HCCI Mode
The results of the previous section showed that the CFD model 
is able to adequately capture the combustion characteristics of 
Oxyfuel HCCI combustion. In this section, the 3-D CFD model 
with the chemical mechanism has been used to investigate 
effects of oxyfuel combustion under HCCI combustion mode. 
During this phase of the study, the engine speed was maintained 
at 1500 rev/min while the engine loads were varied by changing 
the fuel injection rates. Other operating parameters of the 
engine such as injection timing, initial conditions, intake 
pressure and intake temperature were held constant. 
Investigations have conducted using four different diluent strat-
egies based on the volume fraction of O2 and a diluent gas (CO2).

Table 6 shows percentages of O2 and CO2 vol.% for 
different diluent strategies, the amount of relative O2-fuel ratio 
and the mass of the injected fuel for each strategy. The O2 
concentration in the intake was varied between 17% and 23% 
by volume.

In this reserach, the oxygen is supposed to be supplied 
from a commercial high pressure oxygen cylinder and CO2 
is captured by condensing and separating water vapor from 
the exhaust gases. Then, some part of CO2 is mixed with pure 
oxygen in a premixing chamber and then it will feed into the 
engine while their mass flow rate is controlled using separate 
f low meters. The rest of CO2 and other gases are then 
compressed and stored in a specially designed tank.

A schematic view of the test setup for oxyfuel combustion 
is shown in Figure 4.

The first series of investigations was performed at a 
constant fuel injection rating at which 4.4 mg of fuel is injected 
per cycle. Effects of different diluent strategies on mean 
in-cylinder pressure, in-cylinder temperature and accumu-
lated heat release rate are shown in Figures 5, 6 and 
7, respectively.

As illustrated in Figures 5 and 6, increasing O2 concentra-
tion lead to increase the peak of in-cylinder pressure and 
in-cylinder temperature. The maximum in-cylinder tempera-
ture is achieved from the highest inlet O2 concentration. This 
suggests that by increasing O2 concentration from 17% to 23%, 
the ignition delay is shortened and fuel is burned more rapidly 

 FIGURE 3  Comparison of in-cylinder pressure and RoHR at 
two different EGR rates
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TABLE 5 Measured and calculated engine-out emissions

Emission

EGR rate
66.8% 69.6%
Measured Calculated Measured Calculated

NOx [ppm] 13 15 13 14

PM [g/
kWh]

0.0007 0.00074 0.0008 0.00085

CO [ppm] 4289 4301 6345 6377 ©
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TABLE 4 Engine operating conditions for preliminary 
study [32]

Parameter
EGR rate
60.5% 66.8%

Engine speed [rev/min] 1500 1500

IMEP [bar] 6.67 6.92

Fuel rate [mg/cycle] 5.1 5.1

Intake Pressure [bar] 2 2

Diesel injection pressure [MPa] 150 150

Number of injection [/cycle] 4 4

Diesel SOI [°CA] @ 306, 314, 326, 338

Injection Duration [μs/injection] 290 290

Indicated thermal efficiency [%] 38.1 39.1

Combustion efficiency [%] 98.6 97.8 ©
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which results in a shorter combustion period. As can be seen 
in Figure 6, when the diluent ratios increase from 77% to 83%, 
the in-cylinder peak temperature drops from 1414 K to 1312 K. 
According to Figure 7, the highest value of accumulated heat 
release rate is achieved when the 23% of inlet oxygen is applied. 
This effect can be also attributed to the increase of burning 
rate of the injected fuel mass with increasing intake oxygen 
fraction due to higher oxygen availability during the premixed 
and diffusion combustion. It should be pointed out that the 
amount of PM emissions for all studied cases was at ultra-low 
level (<0.0004 gr/kg.fuel) while NOx emissions was completely 
eliminated using oxyfuel HCCI combustion mode.

In order to determine the effects of applied strategies on 
engine performance and combustion characteristic, in the 
second series of investigations, five different amounts of diesel 
injected mass have been considered to evaluate the operating 
range of oxyfuel HCCI combustion.

TABLE 6 Outlook of different studied diluent strategies

Case study (vol.%)
Relative O2-fuel 
ratio (LambdaO2)

Fuel injection per 
cycle (mg)

23% O2 + 77% CO2 2.85 5.2

3.37 4.4

3.71 4

4.12 3.6

4.63 3.2

5.30 2.8

21% O2 + 79% CO2 2.87 5.2

3.39 4.4

3.73 4

4.14 3.6

4.66 3.2

5.33 2.8

19% O2 + 81% CO2 2.88 5.2

3.41 4.4

3.75 4

4.17 3.6

4.69 3.2

5.36 2.8

17% O2 + 83% CO2 2.90 5.2

3.43 4.4

3.77 4

4.19 3.6

4.71 3.2

5.39 2.8©
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 FIGURE 4  Schematic view of the test setup for oxyfuel 
combustion in IC engine
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 FIGURE 5  Mean in-cylinder pressure for different diluent 
strategies under oxyfuel combustion mode
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 FIGURE 6  Mean in-cylinder temperature for different 
diluent strategies under oxyfuel combustion mode
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 FIGURE 7  Accumulated heat release rate for different 
diluent strategies under oxyfuel combustion mode
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Figure 8 shows the effects of different studied cases on 
IMEP. The horizontal axis represents the overall air-fuel 
equivalence ratio (lambda) of the cylinder charge.

As illustrated in Figure 8, the increase of diluent ratio 
from 77 to 83 vol.% under constant fueling rate does not bring 
any remarkable change to the IMEP at high engine loads 
(small lambda). It indicates that, at high engine loads, using 
high diluent ratio did not affected IMEP too severely. However, 
by decreasing the fuel rate (higher lambda) the difference 
between different diluent strategies becomes more obvious as 
the minimum amount of IMEP is achieved when 83 vol.% of 
CO2 is used in the intake charge.

Figure 9 illustrates the effects of different diluent strate-
gies on ISFC. As can be seen in Figure 9, the lowest ISFC has 
achieved at the highest engine load, where the maximum 
IMEP was found. By increasing the diluent ratio at low engine 
loads the amount of ISFC is largely increased while it doesn’t 
bring any remarkable change at high engine loads. The main 
reason is that with the decrease of oxygen concentration, the 
combustion rate is decelerated and the fuel is less burnt near 
the top dead center and the ISFC is increased correspondingly.

Figure 10 shows the effects of different studied cases on 
Indicated Thermal Efficiency (ITE).

According to Figure 10, increasing the CO2 concentra-
tion results in a decrease of ITE. It can be seen that the 
thermal efficiency is very sensitive to percentage of diluent 
ratio at low engine loads. The indicated thermal efficiency 
was reduced from 32.7% to 20.9% as the CO2 concentration 
was increased from 77% to 83%. It can be concluded that 
CO2, as a triatomic molecule, has larger specific capacity 
compared to diatomic molecule, i.e. O2. Therefore, applying 
higher percentage of CO2 will greatly increase the overall 
specific heat capacity of intake charge which leads to decrease 
of temperature and consequently, the cylinder pressure 
during combustion process results in lower indicated power 
and ITE.

Table 7 shows the amount of CO and PM emissions. The 
results indicate that the oxyfuel HCCI combustion has 
brought the CO and PM emissions to a very ultra-low level 
while the NOx emission has been completely eliminated using 
the oxyfuel combustion.

In order to further analysis of the effects of oxyfuel HCCI 
combustion on combustion characteristics, effects of diluent 
strategies on the start of combustion (CA10), the combustion 
phasing (CA50), the combustion duration and CA90 have 
been considered in the following section. CA10 or the start of 
combustion (SOC) is defined as the crank angle position at 
which 10% of total fuel energy has been released, while CA90 
is defined as the crank angle position at which 90% of total 
fuel energy has been released. In addition, combustion 
duration or burn duration is defined as the period between 
CA10 and CA90 (CA90 - CA10).

 FIGURE 8  Effects of different diluent ratios on IMEP

©
 S

A
E 

In
te

rn
at

io
na

l.

 FIGURE 9  Effects of different diluent ratios on ISFC
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 FIGURE 10  Effects of different diluent ratios on indicated 
thermal efficiency
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TABLE 7 Effects of different diluent strategies on PM and 
CO emissions

Applied diluent 
strategy

Fuel mass per 
cycle [mgr]

PM [gr/kg. 
fuel]

CO [gr/
kg.fuel]

23% O2 + 77% CO2 5.2 1.92E-04 59.25

21% O2 + 79% CO2 5.2 1.17E-04 72.57

19% O2 + 81% CO2 5.2 3.66E-05 86.14

17% O2 + 83% CO2 5.2 3.88E-05 161.8 ©
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Figure 11 illustrates the variations of CA10 in oxyfuel 
HCCI combustion mode for different diluent strategies.

As can be seen in Figure 11, by increasing the O2 concen-
tration in the range of 17 to 23 vol.%, CA10 advances over the 
whole range of loads. It can demonstrate that increasing O2 
concentration results in increasing the speed of reaction 
kinetics which leads to earlier auto ignition process and higher 
in-cylinder temperature. In addition, it was found that using 
further CO2 concentration in a diluent strategy leads to late 
auto ignition. As a result, the main combustion process will 
take place near the end of compression stroke and therefore, 
the output power is more reduced.

Figure 12 shows the effect of oxyfuel HCCI combustion 
on CA50. As can be seen in the Figure 12, at high fulling rates, 
increasing CO2 ratio in intake charge from 77 to 83 vol.% 
advances the CA50 by around 5°CA. In addition, for the 
majority of cases, increasing 2% (vol.%) of the intake O2 
concentration results in the combustion phasing to be retarded 
around 1 CA. Similar trend in terms of the variation in start 
of combustion was observed in Figure 11. As CO2 

concentration increases, the mean in-cylinder temperature 
reduces further which leads to more delayed in combustion 
phasing and later CA50s.

Figure 13 illustrates the effects of diluent strategies on 
the combustion duration.

As shown in Figure 13, the shortest combustion duration 
is 6° CA at lambda 2.85 as 23% of intake O2 is applied. The 
maximum duration of heat release is 25° CA at lambda 5.39 
when 17% of intake O2 is utilized. In addition, the results show 
that for the relatively fuel rich mixtures (lambda range of 
3.5-4.2), the effects of different diluent strategies on combus-
tion duration was less noticeable.

The effects of different diluent strategies on CA90 is 
shown in Figure 14.

It can be  seen that when the O2 concentration has 
decreased from 23% to 17%, CA90 has retarded by around 
4-6CAs, independent of the lambda value. Moreover, it is 
noted from Figure 13 and 14 that increasing O2 concentra-
tion had less impact on the combustion duration than 
the CA90.

 FIGURE 11  Influence of oxyfuel HCCI combustion on CA10 
for different diluent strategies
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 FIGURE 12  Influence of oxyfuel HCCI combustion on CA50 
for different diluent strategies
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 FIGURE 13  Influence of oxyfuel HCCI combustion on 
combustion duration for different diluent strategies
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 FIGURE 14  Influence of oxyfuel HCCI combustion on CA90 
for different diluent strategies
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Summary/Conclusions
The effects of oxyfuel combustion have been computationally 
investigated under HCCI combustion mode. Simulation were 
carried out on a Ford Puma common-rail diesel engine. A 
reduced chemical mechanism with 349 reactions and 76 species 
has employed for oxyfuel HCCI combustion modeling. 
Variation in diluent ratio has achieved by adding different 
percentage of CO2 for a range from 77 to 83 vol. %. The research 
is yet to enter the experimental testing stage. Nevertheless, CFD 
results and preliminary simulation data discussed in this paper 
have suggested that the oxyfuel HCCI combustion has poten-
tials to bring PM and CO emissions to a very ultra-low level 
while the NOx emissions can be completely eliminated.

The major results of this study can be  summarized 
as follows:

	 1.	 By increasing O2 concentration from 17% to 23%, the 
ignition period is shortened and fuel is burned more 
rapidly which results in a higher in-cylinder 
temperature and in-cylinder pressure.

	 2.	 By increasing the diluent ratio at low engine loads the 
amount of ISFC is largely increased while it doesn’t 
bring any remarkable change at high engine loads.

	 3.	 The increase of diluent ratio from 77 to 83 vol.% 
under constant fueling rate does not bring any 
remarkable change to IMEP at high engine loads. 
However, by decreasing the fuel rate, the difference 
between different diluent strategies become more 
obvious as the minimum amount of IMEP is achieved 
when 83 vol.% of CO2 is used in the intake charge.

	 4.	 The ITE is reduced from 21.8% to 14% as the CO2 
concentration is increased from 77% to 83%. Applying 
higher percentage of CO2 will greatly increase the 
overall specific heat capacity of intake charge which 
leads to decrease of temperature and consequently, the 
cylinder pressure during combustion process results in 
lower indicated power and ITE.
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Definitions/Abbreviations
ATDC - After Top Dead Center
BMEP - Brake Mean Effective Pressure
BDC - Bottom Dead Center
BSFC - Brake Specific Fuel Consumption
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CA - Crank Angle
CA10, 50, 90 - Crank angle at which 10%, 50%, 90% of total 
energy heat been released
CCS - Carbon Capture and Storage
CFD - Computational Fluid Dynamics
CO - Carbon monoxide
CO2 - Carbon dioxide
DI - Direct Ignition
EGR - Exhaust Gas Recirculation
H2O - Water
HSDI - High Speed Direct Injection
HC - Hydrocarbon
HCCI - Homogenous Charge Compression Ignition
IC - Internal Combustion

IMEP - Indicated Mean Effective Pressure
ISFC - Indicated Specific Fuel Consumption
ITE - Indicated Thermal Efficiency
IVC - Inlet Valve Closing
IVO - Inlet Valve Opening
LTC - Low temperature Combustion
NOx - Oxides of Nitrogen
O2 - Pure Oxygen
PM - Particulate Matter
RoHR - Rate of Heat Release
RPM - Revolutions per minute
SOI - Start of Injection
TDC - Top Dead Center
UHC - Unburned Hydrocarbons
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